Don't know what this remote goes to. It doesn't work with my PVS12701 unfortunately...

Also, note so self: The IR receiver I pinched from that Funai VCR/DVD combo HATES sunlight.

[MODE]:
Protocol=NEC Address=0x0 Command=0x98 Raw-Data=0x6798FF00 32 bits LSB first
Protocol=NEC Address=0x0 Command=0x98 Repeat gap=40150us
Protocol=NEC Address=0x0 Command=0x98 Repeat gap=96800us

[POWER]:
Protocol=NEC Address=0x0 Command=0x9C Raw-Data=0x639CFF00 32 bits LSB first
Protocol=NEC Address=0x0 Command=0x9C Repeat gap=40200us
Protocol=NEC Address=0x0 Command=0x9C Repeat gap=96800us

[OSD]:
Protocol=NEC Address=0x0 Command=0xC8 Raw-Data=0x37C8FF00 32 bits LSB first
Protocol=NEC Address=0x0 Command=0xC8 Repeat gap=40150us
Protocol=NEC Address=0x0 Command=0xC8 Repeat gap=96850us

[PLAY/PAUSE]:
Protocol=NEC Address=0x0 Command=0x80 Raw-Data=0x7F80FF00 32 bits LSB first
Protocol=NEC Address=0x0 Command=0x80 Repeat gap=40150us
Protocol=NEC Address=0x0 Command=0x80 Repeat gap=96850us

[MENU]:
Protocol=NEC Address=0x0 Command=0x8C Raw-Data=0x738CFF00 32 bits LSB first
Protocol=NEC Address=0x0 Command=0x8C Repeat gap=40150us
Protocol=NEC Address=0x0 Command=0x8C Repeat gap=96800us

[UP]:
Protocol=NEC Address=0x0 Command=0x9F Raw-Data=0x609FFF00 32 bits LSB first
Protocol=NEC Address=0x0 Command=0x9F Repeat gap=40150us
Protocol=NEC Address=0x0 Command=0x9F Repeat gap=96850us

[STOP]:
Protocol=NEC Address=0x0 Command=0x9E Raw-Data=0x619EFF00 32 bits LSB first
Protocol=NEC Address=0x0 Command=0x9E Repeat gap=40100us
Protocol=NEC Address=0x0 Command=0x9E Repeat gap=96850us

[LEFT]:
Protocol=NEC Address=0x0 Command=0x87 Raw-Data=0x7887FF00 32 bits LSB first
Protocol=NEC Address=0x0 Command=0x87 Repeat gap=40100us
Protocol=NEC Address=0x0 Command=0x87 Repeat gap=96850us

[ENTER]:
Protocol=NEC Address=0x0 Command=0x86 Raw-Data=0x7986FF00 32 bits LSB first
Protocol=NEC Address=0x0 Command=0x86 Repeat gap=40150us
Protocol=NEC Address=0x0 Command=0x86 Repeat gap=96850us

[RIGHT]:
Protocol=NEC Address=0x0 Command=0x82 Raw-Data=0x7D82FF00 32 bits LSB first
Protocol=NEC Address=0x0 Command=0x82 Repeat gap=40100us
Protocol=NEC Address=0x0 Command=0x82 Repeat gap=96850us

[SEEK BACK] (no text legend):
Protocol=NEC Address=0x0 Command=0x84 Raw-Data=0x7B84FF00 32 bits LSB first
Protocol=NEC Address=0x0 Command=0x84 Repeat gap=40100us
Protocol=NEC Address=0x0 Command=0x84 Repeat gap=96800us

[DOWN]:
Protocol=NEC Address=0x0 Command=0x85 Raw-Data=0x7A85FF00 32 bits LSB first
Protocol=NEC Address=0x0 Command=0x85 Repeat gap=40200us
Protocol=NEC Address=0x0 Command=0x85 Repeat gap=96800us

[SEEK FORWARD] (no text legend):
Protocol=NEC Address=0x0 Command=0x83 Raw-Data=0x7C83FF00 32 bits LSB first
Protocol=NEC Address=0x0 Command=0x83 Repeat gap=40150us
Protocol=NEC Address=0x0 Command=0x83 Repeat gap=96850us

